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1.	RESILIENT SEATED GATE TAPPING VALVE CAN BE USED FOR SEWER CONNECTION. RESILIENT SEATED GATE TAPPING VALVE CAN BE USED FOR SEWER CONNECTION. 2.	18" CLEARANCE FROM FITTINGS AND BELLS. 18" CLEARANCE FROM FITTINGS AND BELLS. 3.	TAPPING VALVE AND SLEEVE SHALL BE PRESSURE TESTED AT  TAPPING VALVE AND SLEEVE SHALL BE PRESSURE TESTED AT      150 "psi" PRIOR TO BEING TAPPED. 4.	TAPPING ON CONCRETE MAINS SHALL BE PRESSURE TESTED AT A LOWER TAPPING ON CONCRETE MAINS SHALL BE PRESSURE TESTED AT A LOWER PRESSURE THAN THE ACTIVE OPERATING PRESSURE OF THE MAIN.
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10" D.I. RISER PIPE (CLASS 50 MIN) OR C-900 PVC PIPE  (LENGTH VARIES)
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RESILIENT SEATED GATE TAPPING VALVE NON-RISING STEM
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No. 3 (WATER) or No. 53  (SEWER) D.I. VALVE BOX AND LID
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CONCRETE ANCHOR PRIOR TO TAPPING
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TYPICAL TAPPING VALVE SETTING (16" AND SMALLER)
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No.53 Valve Box 
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